NOTES:

1. OPTIONAL DEPRESSION OF BACK OF SIDEWALK TO BE 2" MAXIMUM.

2. TRANSITION SIDEWALK IN ADJACENT 14 FEET FROM STANDARD 1/4" PER FOOT CROSS-SLOPE TO MATCH SLOPE OF DRIVEWAY APRON.

3. THIS STANDARD IS NOT TO BE USED WHEN THE DIMENSION FROM THE FACE OF THE CURB TO THE RIGHT-OF-WAY LINE IS LESS THAN 10 FEET.

4. CURB CUT DIMENSIONS SHALL BE ESTABLISHED BY THE CITY ENGINEER OR HIS DESIGNATED REPRESENTATIVE.

5. CONCRETE TO BE CLASS "A".

CONC. SIDEWALK
(SLOPE - 1/2" PER FT.)

GRASS PLOT
(SLOPE - 1/4" PER FT.)

STD. 6-30 CURB & GUTTER

2" OPTIONAL DEPRESSION
SEE NOTE 1

CURB CUT THICKNESS 8"
1" LIP

22' MIN.
36' MAX.

6 MIN.

S/E MIN.
NOTE 2

S/E MIN.
NOTE 3

STREET ROW

OPTIONAL CONCRETE SIDEWALK ARRANGEMENT